
Sentron Bus Plug

Catalog Numbering System

Siemens Electrical Products SPEEDFAX 2000
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� SX plugs may be ordered for use with Sentron Busway
only and can not be installed on Sentron Low Amp
Busway.

� Available as SX plugs only

� Available with E and F frame circuit breakers only
� Available with ED2 circuit breakers only
�Available with ED4 and HED4 circuit breakers only

� For 400A Compact, add “CMP” to the end of catalog
number.

�Available through 200A only 

Sentron II Bus Plugs—Circuit Breaker (Installed)

Sentron II Bus Plugs—Fusible

Plug Type
SL = Sentron II
SX = Sentron�

Circuit Breaker Frame
E = 15–125A
F = 70–250A
J = 200–400A
L = 250–600A�

M = 500–800A�

Enclosure Type
C = Circuit Breaker Enclosure
L = Current Limiting Enclosure

Configuration
3 = 3Ø, 3W
4 = 3Ø, 4W
5 = 3Ø, 4W 200% neutral��

Breaker Voltage
2 = 240V�

4 = 480V�

6 = 600V

Ampere Trip Rating

IP Rating
0 = IP40
4 = IP54

Ground Designation
G = Internal Ground
IG = Isolated Ground

Circuit Breaker Frame Identification
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Plug Type
SL = Sentron II

Industrial Duty Fusible Switch
ID

Configuration
3 = 3Ø, 3W
4 = 3Ø, 4W
5 = 3Ø, 4W 200% neutral�

Breaker Voltage
2 = 240V
6 = 600V

Ampere Trip Rating
1 = 30A
2 = 60A
3 = 100A
4 = 200A
5 = 400A�

6 = 600A

IP Rating
0 = IP40
4 = IP54

Ground Designation
G = Internal Ground
IG = Isolated Ground
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